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History
Early external defibrillators used monophasic waveforms and were 
not designed to compensate for patient impedance. Instead, the 
devices used selectable energy levels that were set by the attending 
physician. The physician not only needed to estimate impedance 
based on a specific patient, but also needed to increase the energy 
level if defibrillation was not initially successful. In addition, the 
monophasic waveforms used energy levels up to 360 Joules to 
defibrillate effectively.

Biphasic waveforms
Biphasic waveforms, which were initially developed for use in 
implantable defibrillators, have become the standard in public access 
defibrillators. Importantly, many studies have shown that biphasic 
waveforms defibrillate successfully at lower energies because 
biphasic waveform technology allows the waveform to be adapted 
for different patient impedances. For any particular energy level 
there are three primary variables for the wave shape: voltage, tilt, 
and the duration of each phase.

Tilt

Volts

Duration, D1

Duration, D2

Time

Manufacturers of public access defibrillators have adopted different 
strategies for biphasic waveforms, adjusting one or more of the 
main variables to compensate for patient impedance. The various 
approaches are shown in the following table.  

Waveform D1 D2 Voltage Slope

HeartSine SCOPE Variable Variable Variable Variable

Cardiac Science STAR1 Variable Fixed Variable Variable

LIFEPAK2 Variable Variable Variable Variable

Philips SMART3 Variable Variable Fixed Variable

ZOLL4 Fixed Fixed Variable n/a

SCOPE waveform
SCOPE (Self Compensating Output Pulse Envelope) is HeartSine’s 
proprietary low-energy, biphasic waveform. Unlike the technology 
used by other manufacturers, the HeartSine SCOPE waveform 
adjusts all three variables for all impedances in the operating range 
and uses an escalating energy protocol to optimize the efficacy of the 
HeartSine samaritan PAD.

Because biphasic waveforms are adapted for varying patient 
impedance, the range of patient impedance over which the device 
operates is significant. As shown in the table below, the SCOPE 
waveform can deliver a shock over a wide impedance range (20-230 
ohms) without a significant loss of energy—another advantage of the 
HeartSine SCOPE technology.

Waveform Min Impedance Max Impedance

HeartSine SCOPE 20 Ohms 230 Ohms

Cardiac Science STAR1 25 Ohms 180 Ohms

LIFEPAK2 10 Ohms 300 Ohms

Philips SMART3 25 Ohms 180 Ohms

ZOLL4 0 Ohms 300 Ohms*

*Delivered energy reduces after 175 ohms.5

Please note, with HeartSine SCOPE technology, if the patient 
impedance is below 20 ohms or in excess of the maximum 230 ohms, 

the device will NOT deliver a shock.
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Protected against solid objects Protected against liquids

First number Definition Second number Definition

0 Not protected 0 Not protected

1
Protected against solid objects of over 
50 mm in size (for instance, hands)

1
Protected against vertically falling drops 
of water

2
Protected against solid objects of over 
12 mm in size (for instance, fingers)

2
Protected against direct sprays of water 
when tilted at any angle up to 15° on  
either side

3
Protected against solid objects of over  
2.5 mm in size (for instance, tools and 
wires)

3
Protected against water sprayed at an angle 
of 60° on either side

4
Protected against solid objects of over 1 mm 
in size (for instance, small tools and wires)

4
Protected against water splashed from any 
direction

5
Protected against limited ingress of dust 
that will not penetrate in a quantity to 
interfere with satisfactory operation

5
Protected against low pressure jets of water 
from all directions

6 Protected against any dust ingress 6
Protected against powerful jets of water 
from any direction

7
Protected against the effects of temporary 
immersion in water under standardized  
conditions and pressure

8
Protected against long periods of 
submersion in water more severe than 7

9
Protected against water projected at high 
pressure and temperatures from any 
direction

HeartSine samaritan PAD
IP56 Rating: Highest among leading 
AEDs for protection against dust  
and water ingress
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IP Ratings Dust and water resistance chart1
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1 International Standard IEC 60529 - Degrees of protection provided by enclosures (IP Code)

All claims valid as of April 2020.

Emergency Care Public Access
AED users should be trained in CPR and in the use of the AED.

Although not everyone can be saved, studies show that early defibrillation can dramatically improve survival rates. AEDs are indicated for 
use on adults and children. AEDs may be used on children weighing less than 25 kg (55 lb) but some models require separate defibrillation 
electrodes.

The information presented is intended to demonstrate Stryker’s product offerings. Refer to operating instructions for complete directions for 
use indications, contraindications, warnings, cautions, and potential adverse events, before using any of Stryker’s products. Products may 
not be available in all markets because product availability is subject to the regulatory and/or medical practices in individual markets. Please 
contact your representative if you have questions about the availability of Stryker’s products in your area. Specifications subject to change 
without notice.

Stryker or its affiliated entities own, use, or have applied for the following trademarks or service marks: HeartSine, samaritan, Stryker. All 
other trademarks are trademarks of their respective owners or holders. All other trademarks are trademarks of their respective owners or 
holders.

The absence of a product, feature, or service name, or logo from this list does not constitute a waiver of Stryker’s trademark or other 
intellectual property rights concerning that name or logo.
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  UL Classified. See complete marking on product.
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SCOPE TechNote

If you purchased your HeartSine Connected AED from an authorised Stryker distributor or reseller, this distributor or reseller will have access to your 
LIFELINKcentral AED Program Manager account and may receive notifications prompted by the HeartSine Connected AED. Please note that this setting  
to notify your distributor or reseller can be disabled at ANY time: if you wish to disable this setting, please send a request to Stryker Customer Support to  
self-manage your site without notifications to your distributor or reseller.

All claims valid as July 2020.

Emergency Care Public Access
AEDusersshouldbetrainedinCPRandintheuseoftheAED.

Although not everyone can be saved, studies show that early defibrillation can dramatically improve survival rates. AEDs are indicated for 
use on adults and children. AEDs may be used on children weighing less than 25 kg (55 lb) but some models require separate defibrillation 
electrodes.

The information presented is intended to demonstrate Stryker’s product offerings. Refer to operating instructions for complete directions 
for use indications, contraindications, warnings, cautions, and potential adverse events, before using any of Stryker’s products. Products 
may not be available in all markets because product availability is subject to the regulatory and/or medical practices in individual 
markets. Please contact your representative if you have questions about the availability of Stryker’s products in your area. Specifications 
subject to change without notice.

Stryker or its affiliated entities own, use, or have applied for the following trademarks or service marks: HeartSine, LIFELINKcentral, 
LIFEPAK, samaritan, SCOPE, Stryker. All other trademarks are trademarks of their respective owners or holders.

The absence of a product, feature, or service name, or logo from this list does not constitute a waiver of Stryker’s trademark or other 
intellectual property rights concerning that name or logo.

07/2020
Made in U.K.
Date of Issue: 2020/07
H009-020-005-4
Copyright © 2020 HeartSine Technologies. All rights reserved.

  UL Classified. See complete marking on product.

For more information: WEB: WA-AED.com.au  PHONE: (+61) 1300 62 4020  EMAIL: info@WA-AED.com.au  SKYPE: Purple.Engineering


